
PRODUCT INFORMATION

www.gyroplastics.comPh: 06 323 2237 E: sales@gyroplastics.com

E2000

SKU PRODUCT DESCRIPTION
201041 E2000 ASSEMBLY & NEUTRAL BAR – BLACK Assembly – Black Lid (Made to order)
201043 E2000 ASSEMBLY & NEUTRAL BAR – KHAKI Assembly – Khaki Lid
201045 E2000 ASSEMBLY & NEUTRAL BAR – LOCKING Assembly – Rotational locking system
201040 E2000 ASSEMBLY & NEUTRAL BAR – KHAKI AURORA SPEC Assembly – Aurora Spec
201044 E2000 ASSEMBLY & NEUTRAL BAR – KHAKI ELECTRA SPEC Assembly – Electra Spec
201046 E2000 ASSEMBLY & NEUTRAL BAR – KHAKI POWERNET SPEC Assembly – Powernet Spec
201047 E2000 ASSEMBLY & NEUTRAL BAR – KHAKI POWERCO SPEC Assembly – Powerco Spec
201048 E2000 ASSEMBLY & NEUTRAL BAR – KHAKI LINESCO SPEC Assembly – The Lines Co Spec
201049 E2000 ASSEMBLY & NEUTRAL BAR – KHAKI WEL NET SPEC Assembly – WEL Networks Spec
201055 E2000 LID ONLY – BLACK Black Lid (Made to order)
201056 E2000 LID ONLY – KHAKI Khaki Lid
201054 E2000 LID ONLY – AURORA SPEC Lid only – Aurora Spec
201061 E2000 LID ONLY – POWERNET SPEC Lid only – Powernet Spec
201058 E2000 LID ASSEMBLY – ELECTRA SPEC Lid only – Electra Spec
201060 E2000 LID ASSEMBLY – POWERCO SPEC Lid only – Powerco (Rotational Lock)
201053 E2000 TERMINAL UNIT WITH FUSE BRACKET & U-BRACKET Terminal Unit Assembly
103010 PLASTIC FUSE BRACKET FOR E2/E23/E3 Plastic Fuse Bracket Only
201051 E2000 BASE ONLY Base only – Black

PRODUCT SKU’S

MAXIMUM FUSE CAPACITY

FEATURES

6 x 63A; or

2 x 160A 3ph DIN

• Modular assembly allows easy upgrade to 12-way

• Polycarbonate fuse mount withstands stress, pressure, heat

• Ground level marker ensures consistent depth burial

• Scalloped Base provides maximum ground stability

• Fitted with 6-way neutral and rubber apron for safety

• Strengthened lip for better security

• Angled lid allows condensation run off

• Air ventilation to help air flow

• Impact and graffiti resistant to reduce maintenance

• UV and heat resistant to increase asset life 

• Stainless steel lid screws: 2 x M8 x 25mm button head

• Captive Lid Screws – includes clip to hold screw in place

• Tapered screw thread allows centring before tightening

• The plastic lid and base are non-conductive making them safer

• Plastic lid, base and terminal recyclable with GYRO-cycled program

Optional Features
• Lock, asset tag or alternate screws fitted to suit network requirements

• Fuse carriers/disconnects fitted to your network requirements

Gyro’s most popular residential pillar in the range. Its low sleek profile makes it especially suitable for high-end 
developments. The modular design allows flexibility for future system upgrades without the need to remove the 
ground buried base unit.
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FUSE MOUNTING AREA
MAXIUMUM CAPACITY 6x FUSES

E2000 PILLAR ASSY 201040 - 201049

Notes:
Dimensions shown are in reference to the finished part. Refer to the 3D CAD file for all Dimension 
details. Unless otherwise stated typical R0.50mm is acceptable.
Part is to be free of any sharp edges, burrs, marks or surface imperfections and Protective wrap.
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